
Power Requirements: 
POWER FACTOR: > .96
THD: < 6%
CRI* 84

Operating Temperature: 
-40C to 55C

Dimensions:
48” 	Length
15” 	Width
1.5” 	Depth
13 lbs. Weight

Power Requirements: 
POWER FACTOR: > .96
THD: < 6% 
CRI* 84

Operating Temperature: 
-40C to 55C

Dimensions:
48” Length 
18.5” Width 
4” Depth 
18 lbs. Weight

	 PART NUMBER	 LENGTH	 LUMEN	 WATTS	 COLOR TEMP 
	 I-LED-26-4.0K	 4 ft.	 26,000  	 200	 4000K
	 I-LED-26-5.0K	 4 ft.	 26,000	 200	 5000K
	 I-LED-21-4.0K	 4 ft. 	 21,000	 150	 4000K
	 I-LED-21-5.0K	 4 ft. 	 21,000	 150	 5000K
	 I-LED-13-5.0K	 4 ft. 	 13,000	 100	 4000K
	 I-LED-13-5.0K	 4 ft. 	 13,000	 100	 5000K
	 I-LED-10.5-4.0K	 4 ft. 	 10,500	 86	 4000K
	 I-LED-10.5-5.0K	 4 ft. 	 10,500	 86	 5000K
	 I-LED-74-4.0K	 4 ft. 	 7400	 52	 4000K
	 I-LED-74-5.0K	 4 ft. 	 7400 	 52	 5000K

I-LED Fixture (Alumabeam LED) 

n	 130 Lumens per watt.
n	 Fixture is LM80 rated to deliver over 200,000 service hours.
n	 Color temperature is 4000K or 5000K, other color tempera-	
	 ture are available upon request.
n	 Optional night light uses the fixture as a low output light for 	
	 safety purposes, utilizing less than 7 watts of power. 
n	 Energy efficient design provides high light output with  
	 minimum power consumption.

n	 Superior thermal management allows for continuous, cool 		
	 operation at full output.
n	 Knockouts for end wiring and occupancy sensors, optional 	
	 gripper hanging system.
n	 Long life – maintenance free.
n	 10 year warranty on fixture housing (See fixture component 	
	 warranty below).
n	 Five-year limited warranty.

Alumabeam and Full Body Fixtures with Toggle-lock Construction.  
Serving Your Heavy Duty Industrial Applications.

I-LED Fixture  (Alumabeam LED)

AL-LED Fixture (Aluminum Full Body LED)

AL-LED Fixture (Aluminum Full Body LED)

	 PART NUMBER	 LENGTH	 LUMEN	 WATTS	 COLOR TEMP 
	 AL-LED-26-4.0K 	 4 ft.	 26,000	 200	 4000K 
	 AL-LED-26-5.0K 	 4 ft.	 26,000	 200	 5000K
 	AL-LED-21-4.0K	 4 ft. 	 21,000	 150	 4000K
 	AL-LED-21-5.0K	 4 ft. 	 21,000	 150	 5000K
 	AL-LED-13-5.0K	 4 ft. 	 13,000	 100	 4000K
 	AL-LED-13-5.0K	 4 ft. 	 13,000	 100 	 5000K
 	AL-LED-10.5-4.0K	 4 ft. 	 10,500	 86	 4000K
 	AL-LED-10.5-5.0K	 4 ft. 	 10,500	 86	 5000K
 	AL-LED-74-4.0K	 4 ft. 	 7400	 52	 4000K
 	AL-LED-74-5.0K	 4 ft. 	 7400	 52	 5000K

Summary #1191630 Summary #1191631

1.5”
48”

15”

48”

4”

18.5”

www.alumalight.com

Alumalight warranty fixtures to be free from defects in  
material and workmanship under normal use and service for 
a period of five (5) years from date of shipment. If found to 
be defective by us, we will replace the non-performing parts. 

FIXTURE WARRANTY 749 E. Mandoline Ave.
Madison Heights, MI 48071

Office: 248-457-9302
Fax: 248-740-9292

Proudly Made in the USA



Electrical Test Conditions

Alumalight LLC

Mean CP LumensLuminaire Efficacy
Maximum Candela 0 8626

Current THD
1.679 A 200.8 W 0.996

Summary of Results Intensity (Candlepower) Summary
Total Lumen Output Angle

Temp Voltage Current Power Power Factor Frequency

Duv 15 8331 2358
20 8127

CCT 5 8594 818
CRI 10 8504

5462 K

25 7838 3613

Zonal Lumen Summary
30 7481
35 7085 4428

Zone Lumens % Luminaire
40 6592
45 6040 4657

0-40 11218 43.8% 55 4765 4254
0-30 6790 26.5% 50 5433

0-90 25589 100.0% 65 3275 3236
0-60 20129 78.7% 60 4041

60-90 5460 21.3% 75 1693 1796
40-90 14371 56.2% 70 2484

90-180 0 0.0% 80

90 0

Spacing Criteria
Color Rendering Index Details0-180 1.30

962

0-180 25589 100.0% 85 347 427

R2 87.3

Average Luminance cd/m²
R3 89.9
R4 85.2

90-270 1.30 Ra (CRI) 83.8
R1 83.1

0 37980 R7 86.6

45 38180 R8 71.5

Vertical Angle Horizontal Angle 0°
R5 84.5
R6 82.5

29420 R11 85.8

85 15640 R12 67.9

55 37310 R9 16.1

65 35000 R10 69.8

75

R13 83.8
R14 94.5

Cone of Light Tabulation

Mounting 
Height (Ft)

Footcandles 
at Nadir

0.2075
10.0 86.3 12.9 Chromaticity (v) 0.3183

4.00 539 5.16 Chromaticity (x) 0.3332
6.00 240 7.74 Chromaticity (y) 0.3408

The results contained in this summary pertain only to report #1191630

Catalog Number
I-LED-26-5.OK

Testing was performed in accordance with LM-79-08

25.4 °C 120.0 VAC 60 Hz 5.55 %

26830 Lumens
133.3 lm/w

8704 Candela

16.0 33.7 20.6 Duv -0.0006

12.0 59.9 15.5 Chromaticity (u')

83.8
-0.0006

0.2075
14.0 44.0 18.1 Chromaticity (v') 0.4775

8.00 135 10.3

Diameter (Ft) Chromaticity Coordinates

Chromaticity (u)
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Electrical Test Conditions

Alumalight LLC

Mean CP LumensLuminaire Efficacy
Maximum Candela 0 8443

Current THD
1.661 A 198.6 W 0.996

Summary of Results Intensity (Candlepower) Summary
Total Lumen Output Angle

Temp Voltage Current Power Power Factor Frequency

Duv 15 8153 2308
20 7957

CCT 5 8411 800
CRI 10 8323

5497 K

25 7675 3539

Zonal Lumen Summary
30 7332
35 6922 4330

Zone Lumens % Luminaire
40 6444
45 5916 4562

0-40 10977 43.8% 55 4690 4187
0-30 6648 26.6% 50 5332

0-90 25035 100.0% 65 3238 3199
0-60 19726 78.8% 60 3990

60-90 5309 21.2% 75 1667 1767
40-90 14058 56.2% 70 2452

90-180 0 0.0% 80

90 1

Spacing Criteria
Color Rendering Index Details0-180 1.30

925

0-180 25035 100.0% 85 233 343

R2 87.6

Average Luminance cd/m²
R3 90.2
R4 85.3

90-270 1.30 Ra (CRI) 84.1
R1 83.3

0 37980 R7 86.9

45 38180 R8 71.7

Vertical Angle Horizontal Angle 0°
R5 84.6
R6 82.8

29420 R11 85.8

85 15640 R12 67.7

55 37310 R9 16.8

65 35000 R10 70.4

75

R13 84.1
R14 94.7

Cone of Light Tabulation

Mounting 
Height (Ft)

Footcandles 
at Nadir

0.2074
10.0 84.4 12.9 Chromaticity (v) 0.3179

4.00 528 5.16 Chromaticity (x) 0.3324
6.00 235 7.74 Chromaticity (y) 0.3397

The results contained in this summary pertain only to report #1191631

Catalog Number
AL-LED-26-5.OK

Testing was performed in accordance with LM-79-08

24.5 °C 120.0 VAC 60 Hz 5.58 %

26230 Lumens
132.2 lm/w

8482 Candela

16.0 33.0 20.6 Duv -0.0008

12.0 58.6 15.5 Chromaticity (u')

84.1
-0.0008

0.2074
14.0 43.1 18.1 Chromaticity (v') 0.4768

8.00 132 10.3

Diameter (Ft) Chromaticity Coordinates

Chromaticity (u)

0.28
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www.alumalight.com

Alumalight warranty fixtures to be free from defects in  
material and workmanship under normal use and service for 
a period of five (5) years from date of shipment. If found to 
be defective by us, we will replace the non-performing parts. 

FIXTURE WARRANTY 749 E. Mandoline Ave.
Madison Heights, MI 48071

Office: 248-457-9302
Fax: 248-740-9292

52”

7”

5”

Vapor Tight LED 1x4 (CT) Fixture

n	 130 Lumens per watt.

n	 Fixture is LM80 rated to deliver over 200,000 service hours.

n	 Color temperature is 4000K or 5000K, other color temperature are available upon request.

n	 Optional night light uses the fixture as a low output light for safety purposes, utilizing less 		
	 than 7 watts of power. 

n	 Energy efficient design provides high light output with minimum power consumption.

n	 Superior thermal management allows for continuous, cool operation at full output.  

n	 Knockouts for end wiring and occ sensors, optional hanging system or surface mount.

n	 Long life – maintenance free.

n	 Life five year warranty on fixture housing. 

n	 Fixture component warranty, see below.

Vapor Tight – Fiber Glass Construction, Clear and Diffused Lenses Available
Refrigeration – Any Cold or Harsh Environment

Power Requirements: 

.8A@ 100 - 240 VAC 50/60HZ 

.32A@ 277 VAC 50/60HZ (For North America Only)
POWER FACTOR: > .96
THD: < 6%
CRI* 84

Dimensions:

52” Length
7” Width
5” Depth
10 lbs. Weight

–	 Food Processing Facilities          
–	 Commercial Kitchen        
–	 Breweries        
–	 Industrial Facilities         
–	 Livestock Containment Buildings                        
–	 Laundries           
–	 Car Washes

Vapor Tight LED 1x4 (CT) Fixture

	 PART NUMBER	 LENGTH	 LUMEN	 WATTS	 COLOR TEMP 
	 VT1-4-LED-6.5-4.0K	 4 ft.	 6500 	 52 	 4000K
	 VT1-4-LED-6.5-5.0K	 4 ft.	 6500 	 52  	 5000K

Summary #1191632

Proudly Made in the USA



Electrical Test Conditions

Alumalight LLC

Mean CP LumensLuminaire Efficacy
Maximum Candela 0 1670

Current THD
0.4285 A 51.18 W 0.995

Summary of Results Intensity (Candlepower) Summary
Total Lumen Output Angle

Temp Voltage Current Power Power Factor Frequency

Duv 15 1658 476
20 1654

CCT 5 1794 167
CRI 10 1732

4176 K

25 1582 721

Zonal Lumen Summary
30 1482
35 1425 889

Zone Lumens % Luminaire
40 1328
45 1216 927

0-40 2253 42.6% 55 919 833
0-30 1364 25.8% 50 1074

0-90 5140 97.2% 65 637 639
0-60 4013 75.9% 60 808

60-90 1127 21.3% 75 335 359
40-90 2887 54.6% 70 476

90-180 149 2.8% 80

90 74

Spacing Criteria
Color Rendering Index Details0-180 1.27

212

0-180 5289 100.0% 85 108 129

R2 88.9

Average Luminance cd/m²
R3 92.6
R4 84.5

90-270 1.27 Ra (CRI) 84.6
R1 83.4

0 9231 R7 87.9

45 8865 R8 71.5

Vertical Angle Horizontal Angle 0°
R5 83.6
R6 84.3

5276 R11 83.4

85 3797 R12 67.7

55 8256 R9 24.5

65 7329 R10 73.5

75

R13 84.4
R14 95.8

Cone of Light Tabulation

Mounting 
Height (Ft)

Footcandles 
at Nadir

0.2230
10.0 16.7 13.5 Chromaticity (v) 0.3310

4.00 104 5.38 Chromaticity (x) 0.3720
6.00 46.4 8.07 Chromaticity (y) 0.3682

The results contained in this summary pertain only to report #1191632

Catalog Number
VT-1-4-LED-6.5-5.0K

Testing was performed in accordance with LM-79-08

25.2 °C 120.0 VAC 60 Hz 3.69 %

5557 Lumens
108.6 lm/w

1893 Candela

16.0 6.53 21.5 Duv -0.0019

12.0 11.6 16.1 Chromaticity (u')

84.6
-0.0019

0.2230
14.0 8.52 18.8 Chromaticity (v') 0.4965

8.00 26.1 10.8

Diameter (Ft) Chromaticity Coordinates

Chromaticity (u)
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1.75”

44.5”

5.5”

RK-LED-1X4 Panel  Retrofit Kit

Summary #1227915

www.alumalight.com

Alumalight warranty fixtures to be free from defects in  
material and workmanship under normal use and service for 
a period of five (5) years from date of shipment. If found to 
be defective by us, we will replace the non-performing parts. 

FIXTURE WARRANTY 749 E. Mandoline Ave.
Madison Heights, MI 48071

Office: 248-457-9302
Fax: 248-740-9292

n	 130 Lumens per watt.

n	 Fixture is LM80 rated to deliver over 200,000 service hours.

n	 Color temperature is 4000K or 5000K, other color temperature are available upon request.

n	 Optional night light uses the fixture as a low output light for safety purposes,  
	 utilizing less than 7 watts of power. 

n	 Energy efficient design provides high light output with minimum  
	 power consumption.

n	 Superior thermal management allows for continuous,  
	 cool operation at full output.  

n	 Long life – maintenance free.

n	 Life five year warranty on  
	 fixture housing. 

n	 Fixture component warranty,  
	 see below.

1X4 LED Troffer Retrofit Kit
This product is available in a 1x4 or 2x4 configuration. Designed for 1x4 or 2x4 ceiling troffer 
and attaches to the existing metal frame. Lens optional for parabolic louvers:

1X4 LED Insert
(2X4 LED Insert Available)

Open 1x4 LED Insert Closed 

	 PART NUMBER	 LENGTH	 LUMEN	 WATTS	 COLOR TEMP 
	 RK-LED-1X4 Panel	 44.5”	 5500 	 52 	 4000K

RK-LED-1X4 Retrofit Kit   (2X4 Also Available)

Dimensions:

Length	 44.5”	

Width	 5.5” 	

Depth	 1.75”	

Weight	 3 lbs. 	

Power Requirements: 

.8A@ 100-240 VAC 50/60HZ

.32A@ 277 VAC 50/60HZ  
(For North America Only)

POWER FACTOR: > .99

THD: < 6%

CRI* 84

One Piece Retrofit For:

–	 1X4 Office Troffers 

–	 2X4 Office Troffers (Also Available) 

–	 Air Handling Troffers 

–	 Parabolic Troffers w/Optional Lens 

–	 4 Times the Life of Import LED Tubes

Proudly Made in the USA



www.alumalight.com

83.4
0.0001

0.2084
14.0 12.2 17.4 Chromaticity (v') 0.4811

8.00 37.3 9.92

Diameter (Ft) Chromaticity Coordinates

Chromaticity (u')

0.2084

The results contained in this summary pertain only to report #1227915

Catalog Number
RK-LED-1x4 Panel

Testing was performed in accordance with LM-79-08

24.9 °C 120.0 VAC 60 Hz 6.48 %

5500 Lumens
112.2 lm/w

2439 Candela

16.0 9.33 19.8 Duv 0.0001

12.0 16.6 14.9

TM-30 Rg

10.0 23.9 12.4 Chromaticity (v) 0.3208

4.00 149 4.96 Chromaticity (x) 0.3378
6.00 66.3 7.44 Chromaticity (y) 0.3466

Chromaticity (u)

2626 R11 84.7
85 2985 R12 66.6

55 4123 R9 12
65 3088 R10 70.2
75

R13 83.2
R14 95.1

Cone of Light Tabulation

Mounting 
Height (Ft)

Footcandles 
at Nadir

45 5382 R8 69.7

Vertical Angle Horizontal Angle 0° R5 83.6
R6 82.7

R1 82.2

0 6459 R7 86.6

R2 87.4

Color Rendering Index Details0-180 1.27

171

90-180 0 0.0%

80

90 0

Spacing Criteria

70 298

Average Luminance cd/m² R3 90.9
R4 84.5

90-270 1.27 Ra (CRI) 83.4

0-90 5388 100.0%

0-180 5388 100.0%

85 84 91

75 232 246
40-90 2395

731 13.6%
44.4%

60-90

Zone Lumens % Luminaire

45 1295 995

65 391 394
0-60 4657 86.4%

60 535
0-40 2993 55.6%

25 2139 984

55 741 669

Zonal Lumen Summary

30 2003
35 1819 1131

97.5

40 1575

0-30 1863 34.6%

50 1004

Power Power Factor Frequency

Duv 15 2304 652
20 2241

CCT 5 2377 226
CRI 10 2354

5273 K

TM-30 Rf 81.9

Electrical Test Conditions

Alumalight LLC

Mean CP LumensLuminaire Efficacy
Maximum Candela 0 2388

Current THD
0.4119 A 49.04 W 0.992

Summary of Results Intensity (Candlepower) Summary
Total Lumen Output Angle

Temp Voltage Current
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1.75”

44.5”

7”

RK-LED-2X4 Panel  Retrofit Kit

Summary #1233175

www.alumalight.com

Alumalight warranty fixtures to be free from defects in  
material and workmanship under normal use and service for 
a period of five (5) years from date of shipment. If found to 
be defective by us, we will replace the non-performing parts. 

FIXTURE WARRANTY 749 E. Mandoline Ave.
Madison Heights, MI 48071

Office: 248-457-9302
Fax: 248-740-9292

n	 130 Lumens per watt.

n	 Fixture is LM80 rated to deliver over 200,000 service hours.

n	 Color temperature is 4000K or 5000K, other color temperature are available upon request.

n	 Optional night light uses the fixture as a low output light for safety purposes,  
	 utilizing less than 7 watts of power. 

n	 Energy efficient design provides high light output with minimum  
	 power consumption.

n	 Superior thermal management allows for continuous,  
	 cool operation at full output.  

n	 Long life – maintenance free.

n	 Life five year warranty on  
	 fixture housing. 

n	 Fixture component warranty,  
	 see below.

2X4 LED Troffer Retrofit Kit
This product is available in a 2x4 or 1x4 configuration. Designed for 2x4 or 1x4 ceiling troffer 
and attaches to the existing metal frame. Lens optional for parabolic louvers:

	 PART NUMBER	 LENGTH	 LUMEN	 WATTS	 COLOR TEMP 
	 RK-LED-2X4 Panel	 44.5”	 5500 	 52 	 5000K

RK-LED-2X4 Retrofit Kit   (1X4 Also Available)

Dimensions:

Length	 44.5”	

Width	 7” 	

Depth	 1.75”	

Weight	 4 lbs. 	

Power Requirements: 

.8A@ 100-240 VAC 50/60HZ

.32A@ 277 VAC 50/60HZ  
(For North America Only)

POWER FACTOR: > .99

THD: < 6%

CRI* 84

2X4 LED Insert
(1X4 LED Insert Available)

2x4 LED Insert Closed 

One Piece Retrofit For:

–	 2X4 Office Troffers 

–	 1X4 Office Troffers (Also Available) 

–	 Air Handling Troffers 

–	 Parabolic Troffers w/Optional Lens 

–	 4 Times the Life of Import LED Tubes

Proudly Made in the USA



Electrical Test Conditions

Alumalight LLC

Mean CP LumensLuminaire Efficacy
Maximum Candela 0 2475

Current THD
0.4140 A 49.25 W 0.989

Summary of Results Intensity (Candlepower) Summary
Total Lumen Output

Angle

Temp Voltage Current Power Power Factor Frequency

Duv 15 2392 677
20 2330

CCT 5 2471 235
CRI 10 2444

5337 K

TM-30 Rf 82.3
25 2231 1026

55 904 811

Zonal Lumen Summary

30 2092
35 1914 1194

97.4

40 1704

0-30 1938 32.5%

50 1180Zone Lumens % Luminaire

45 1456 1118

65 474 479
0-60 5061 85.0%

60 658
0-40 3133 52.6%

0-180 5957 100.0%

85 123 128

75 271 289
40-90 2825

896 15.0%
47.4%

60-90
207

90-180 0 0.0%

80

90 12

Spacing Criteria

70 352

Average Luminance cd/m² R3 91.7
R4 84.8

90-270 1.27 Ra (CRI) 83.8

0-90 5957 100.0%

R1 82.5

0 4036 R7 86.7

R2 87.9

Color Rendering Index Details
0-180 1.27

45 3413 R8 69.5

Vertical Angle Horizontal Angle 0° R5 83.9
R6 83.5

1735 R11 85.1
85 2050 R12 67.5

55 2589 R9 11.3
65 1974 R10 71.5
75

R13 83.6
R14 95.6

Cone of Light Tabulation

Mounting 
Height (Ft)

Footcandles 
at Nadir

10.0 24.8 12.5 Chromaticity (v) 0.3202

4.00 155 4.99 Chromaticity (x) 0.3362
6.00 68.8 7.49 Chromaticity (y) 0.3455

Chromaticity (u)

The results contained in this summary pertain only to report #1233175

Catalog Number
RK-LED-2x4 Panel

Testing was performed in accordance with LM-79-08

24.9 °C 120.0 VAC 60 Hz 7.38 %

6034 Lumens
122.6 lm/w

2493 Candela

16.0 9.67 20.0 Duv 0.0003

12.0 17.2 15.0

TM-30 Rg

83.8
0.0003

0.2078
14.0 12.6 17.5 Chromaticity (v') 0.4803

8.00 38.7 9.98

Diameter (Ft) Chromaticity Coordinates

Chromaticity (u')

0.2078
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